Docket No. 5001-1120 
Appln. No. 10/681,102 

AMENDMENTS TO THE CLAIMS : 

This listing of claims will replace all prior versions, 
and listings, of claims in the application: 

LISTING OF CLAIMS : 

1. (currently amended) Presentation tool device for the 
visualization of the appearance of a watchcase to be manufactured 
comprising^ 

at least two component parts adapted to be removably 
assembled one to the other (s), said component parts comprising 
maintaining portions configured in order to removably maintain 
exchangeable decorative pieces, the presentation device being 
adapted to show the general appearance of said watchcase when 
said component parts are assembled and provided with said 
decorative pieces , wherein, 

said component parts comprise a basis member and at 
least two further members adapted to be removably positioned on 
the basis member in predetermined positions, 

said further members being provided with said 
maintaining portions configured in order to removably maintain 
exchangeable decorative pieces, 

the presentation device being adapted to show the 
general appearance of said watchcase when said further members 
are assembled to the basis member and provided with said 
decorative pieces, 
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the basis member is constituted by a plate and the 
further members are rod-like parts having the shape of the bezel 
of the watchcase when assembled on the plate, and 

a configuration of said presentation tool device forms 
the basis of a watchcase to be manufactured, the presentation 
tool device not being the manufactured watchcase . 

2-3 . ( cancelled) 

4. (currently amended) Presentation tool device 
according to claim [ [3] ] 1, characterized by the fact that said 
rod-like parts are adapted to be removably affixed to the plate 
near its periphery by means of positioning teats. 

5. (currently amended) Presentation tool device 
according to claim [[2]] 1, characterized by the fact that said 
further members are provided with grooves as maintaining portions 
adapted to maintain in a removable and interchangeable manner 
said decorative pieces. 

6. (currently amended) Presentation tool device 
according to claim 5, characterized by the fact that said grooves 
comprise bottom and lateral walls, an upper opening and parts 
provided on said lateral walls adapted to co-operate with a rim 
of the decorative pieces in order to maintain the latter in said 
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grooves, which have at least a transversal opening when 
disassembled from said plate, said decorative pieces being 
adapted to be introduced into the grooves through said 
transversal opening . 

7 . ( currently amended) Presentation tool device 
according to claim 5, characterized by the fact that said 
decorative pieces are precious stones cut in order to be 
positioned in an interchangeable manner in said grooves. 

8 . ( currently amended) Presentation tool device 
according to claim 1, characterized by the fact that said 
component parts are made of metals or alloys of different 
colours . 

9 . ( currently amended) Presentation tool device 
according to claim 1, characterized by the fact that it comprises 
at least a model of a dial and/or of hands adapted to be affixed 
to at least one of said component parts. 

10. (currently amended) Process for the visualization 
of the appearance of a watchcase to be manufactured comprising 
the steps^ 

of placing and fixing exchangeable decorative pieces on 
maintaining portions configured in order to removably maintain 
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said decorative pieces and provided on component parts of a 
presentation device, 

removably assembling one to the other (s) said component 
parts in order to obtain said presentation device which is 
adapted to visualize the appearance of said watchcase provided 
with said decorative pieces^ 

removably assembling a basis member and at least two 
further members, said basis and further members constituting said 
component parts of the presentation device, and by placing and 
fixing first the decorative pieces on the maintaining portions 
provided on said further members, 

removably assembling a plate as basis member and rod- 
like parts as further members having the shape of the bezel of 
the watchcase when assembled on the plate, and 

using a configuration of said presentation tool device 
as a basis of manufacturing a watchcase to be worn by an end- 
user, the presentation tool device not being the watchcase . 

11-12. (canceled) 

13. (currently amended) Process according to claim 
[[12]] 1_0, characterized by removably assembling the rod-like 
parts on the plate near its periphery by means of positioning 
teats . 
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14. (currently amended) Process according to one of the 
claim [[11]] 1_0, characterized by introducing the decorative 
pieces through lateral openings in grooves forming said 
maintaining portions provided on said further members and adapted 
to maintain in a removable and interchangeable manner said 
decorative pieces . 

15. (original) Process according to claim 14, 
characterized by taking, as decorative pieces, precious stones 
cut in order to be positioned in an interchangeable manner in 
said grooves . 

16. (original) Process according to claim 10, 
^characterized by affixing a model of. a dial and/or hands to at 

least one of said component parts. 

17. (new) Process for visualization of an appearance of 
a watchcase to be manufactured, comprising the steps of: 

% providing a presentation tool device comprising 
a basis plate with vertical positioning teats, 
a plurality of rod-shaped further members with holes 
adapted to be penetrated by the teats of the basis plate, the 
further members having together a shape of the bezel of a 
watchcase when assembled on the basis plate, and 
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exchangeable decorative pieces of different sizes, the 
further members comprising grooves configured in order to 
removably maintain exchangeable decorative pieces, the grooves 
having different widths sized for the different sizes of the 
decorative pieces; and 

making a visualization of a desired watchcase to be 
manufactured for an end purchaser by assembling the presentation 
tool device into a configuration and using the assembled 
configuration as a basis for manufacturing the watchcase, 
wherein, 

the further members are disassembled by removing the 
further members from the plate, and 

the decorative pieces are introduced into the further 
members according to wishes of the end purchaser and the further 
members are mounted on the plate to obtain the assembled 
configuration for the visualization of the appearance of the 
desired watchcase . 

18. (new) Process of claim 17, wherein, 

the providing step provides i) the plate with an inner 
elevated part separated from an outer lower part by a vertical 
wall, ii) small balls set in said vertical walls and co-operating 
with hollows provided on a vertical inner wall of the further 
member in order to removably maintain the further members on 
plate . 
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19. (new) Process of claim 18, wherein, 

the providing step further provides the further members 
with a groove with a largest width portion, a bottom wall, 
lateral walls, an upper opening, notches provided on the lateral 
walls, and a transversal opening, and the further steps of: 

using gemstones for the decorative pieces, 

sliding the gemstones into the further members via the 
transversal opening, and 

using the notches to co-operate with rims of the 
gemstones in order to maintain the gemstones in the groove of the 
respective further member. 

20. (new) Process of claim 19, comprising the further 

step of: 

mounting a modei of a watch dial on the plate within 
the further members, the model being affixed to the plate in a 
removable and exchangeable manner. 
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